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Introduction

& WARNING

“
A ELECTRIC SHOCK CAN KILL
Disconnect electrical power before doing any installation or maintenance.

All work requiring removal of the plasma power supply outer cover or panels
,@: g must be done by a qualified technician.

See the Safety and Compliance Manual (80669C) for more safety
precautions.

Purpose

This Field Service Bulletin explains how to choose the correct wires from the contents of
the 10088566 wire-group replacement kit.

10088566 Kit Contents

Part Number Description Quantity
Not for Sale Power Connector 1
Not for Sale 8 cm (3in.) ground wire 1
Not for Sale 23cm (9in.) ground wire 1
Not for Sale 12.7 cm (5 in.) high-voltage wire 1
10088681 078172 and 078536 RHF Ignition Console Wire-Group 1

Replacement Information
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Instructions

Do a check of the ignition circuit
Remove power from the cutting system

1. Remove power from the cutting system:
a. Setthe line-disconnect switch for the cutting system to the OFF position.

Remove the top cover

2. Use a T-20 TORX® driver to remove the six screws from the top cover of the console.

3. Remove the top cover of the console.
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Examine the Printed Circuit Board (PCB)

4. Examine the ignition PCB to find if it is a generation 1 PCB (left) or a generation 2
PCB (right) as shown. The location of the ground-wire connection is different and

shows in each image.
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Generation 1 Generation 2

Choose the correct ground wire

5. Ifthe system contains a generation 1 PCB, choose the 23 cm (9 in.) ground wire
from the wire-group replacement kit. Recycle or discard the 8 cm (3 in.) ground wire
from the wire-group replacement kit.

6. Ifthe system contains a generation 2 PCB, choose the 8 cm (3 in.) ground wire from
the wire-group replacement kit. Recycle or discard the 23 cm (9 in.) ground wire

from the wire-group replacement kit.

Replace the wire group

7. Replace the wires in the console as necessary.
8. If necessary, install the replacement ground wire.
a. Ifthe system contains a generation 1 PCB, install the 23 em (9 in.) ground wire
from the kit to the connector in the upper-right corner of the PCB.
b. If the system contains a generation 2 PCB, install the 8 cm (3 in.) ground wire
from the kit to the connector in the lower-right corner of the PCB.
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